Setup Window Access
Press the Setup key (1 in Figure 86) while the ventilator is in Volume Control, Pressure Control, or ManiSprint ventilation mode.

The Setup window (1 in Figure 88) replaces the Waveform area and the soft key labels (2 and 3 in Figure 88).

The following soft key labels appear in the Setup window:
- Auto Set
- Calibrate O2 Sensor
- Activate Des Comp
- Access Alarm Log
- Access Alarm Volume

Auto Set
Press the Auto Set soft key.

The breathing pressure threshold is set to 4 cmH₂O below the current Peak pressure data value.

Note: The threshold setting may not be less than 5 cmH₂O or greater than 30 cmH₂O.

Note: In the absence of a current Peak pressure data value, pressing the soft key will have no effect.

Chapter 6 - Monitoring
Breathing Pressure Monitoring
PRES THRESHOLD LOW (Advisory)
The Advisory message PRES THRESHOLD LOW appears in the Alarm window any time the sensed peak pressure exceeds the threshold pressure alarm limit by more than 6 cmH₂O at threshold pressure alarm limit settings of 5–20 cmH₂O, or by more than

APNEA PRESSURE (Warning/Caution)
When the ventilator is on:
If the measured breathing pressure does not cross the pressure threshold alarm limit for more than 15 seconds, the Caution message APNEA PRESSURE!! appears in the Alarm window and an intermittent audible alarm sounds.

If the breathing pressure does not cross the pressure threshold for an additional 15 seconds (30 seconds total), the Caution message APNEA PRESSURE!! is upgraded to a Warning in the Alarm window (APNEA PRESSURE!!), and a continuously repeating audible alarm sounds.

CONTINUOUS PRESSURE (Warning)
If the measured breathing pressure remains above the pressure threshold alarm limit for more than 15 seconds, the breathing pressure display area is cleared, the Warning message CONTINUOUS PRESSURE!! appears in the Alarm window, and a continuous audible alarm sounds.

When the measured breathing pressure drops below the pressure threshold alarm limit, alarm annunciation ceases.